Applicable Std

- AP1 6D

- ASME B16.34

- ASME B16.5

- SELF RELIVING SEAT RINGS

- MATERIALS ACCORTING TO NACE STD. MR0175:2002
- ANTI BLOW OUT STEM

- FIRE SAFE ACCORDING TO API 6FA, 607, ISO 10497

- ANTISTATIC DEVICE BS5351

No

DESCRIPTION

01

BODY

02

CLOSURE

03

BALL

04

STEM

05

SEAT/INSERT

06

GLAND PLATE

07

BEARING RETAINER

30

08

ADAPTER PLATE

09

STEM BEARING

10

BALL BEARING

11

BALL BEARING

12

STEM BEARING

16

BODY SEAL

17

SEAT SEAL

18

STEM SEAL

19

GLAND PLATE SEAL

20

STUD

21

NUT

22

CAPSCREW

23

STEM INJECTOR

24

DRAIN PLUG

25

BODY GASKET

26

SEAT GASKET

27

STEM GASKET

28

GLAND PLATE GASKET

29

SEAT SPRING

30

GEAR OPERATOR

15

25

/




EATS FOR TRUNNION M
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The picture above shows to you the double piston effect
execution. The purpose of it is to guarantee the sealing

capacity of the valve in case of damages in upstream seats.

The picture above has the purpose to show the standard
execution of a valve bleed construction

In the above pictures you can view the 2 most commun
sealkingsystems of a soft seated trunnion ball valve.
The picture on your left shows the sealing by "O" while

the right picture shows the one by soft insert.
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GENERAL

ANSI 150 DIMENSIONS
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FACE to FACE

112" i,;l 2" a2l 3" | a3t 4" | exa| 6" | s'xe"| 8" |10'xs
FACE TO |RE_| 165 [178 [178 [ 203 [ 203 [ 220 | 220 [ 394 | 394 | 457 | 457 | 533
RT) | 178 | 190 | 190 | 216 | 216 | 241 | 241 | 406 | 406 | 470 | 470 | 546
FACE 150 ["gw {190 [ 216 [ 216 | 283 | 283 [ 305 | 305 | 457 | 457 | 521 | 521 | 559
BALL PORT 38 | 38 | 51 | 51 | 76 | 76 | 102 | 102 | 152 | 152 | 203 | 203
FLANGE © 130 | 152 | 152 | 191 | 191 [ 229 | 229 | 279 | 279 | 343 | 343 | 406
WEIGHT Ka. 21 | 25 | 28 | 32 | 36 | 42 | 51 | 88 | 153 | 185 | 200 | 329
10" [izxio] 12" ha"x1216"x12] 14" lte"x14 16" [1s"x1ef20"x161 18" po'xis'
FACE TO | RE_| 533 [610 [610 [686 | 762 | 686 | 762 | 762 | 864 | o14 | 864 | 014
RT) | 546 | 622 | 622 | 698 | 775 | 698 | 775 | 775 | 876 | 927 | 876 | 927
FACE 150 [Bw [559 635 635 | 762 | 838 | 762 | 838 | 838 | 914 | 991 | 914 | 991
BALL PORT 254 | 254 | 305 | 305 | 305 | 337 | 337 | 387 | 387 | 387 | 438 | 438
FLANGE © 406 | 483 | 483 | 535 | 595 | 535 | 595 | 595 | 635 | 700 | 635 | 700
WEIGHT Kg. 394 | 460 | 556 | 630 | 708 | 787 | 854 | 1015 1087] 1168|1245] 1330
20" pao] 22" [ 24" porea] 26" 28" 30" ferao] 327 34" 36"
RF | 914 | 1067] 991 |1067] 1295|1143 1244] 1295] 1524] 1371 1473|1524

FACE TO
RT) 1927 11079] — J1079] - | - |- | - | - [ - |- |-
FACE 150 ["gw {991 [1143]1092|1143|1397|1245|1347|1397| 1728| 1524 1626|1728
BALL PORT 489 | 489 | 540 | 591 | 591 | 635 | 686 | 736 | 736 | 781 | 832 | 876
FLANGE © 700 | 815 | 750 | 815 | 985 | 870 | 925 | 985 | 1170] 1060[1110] 1170
WEIGHT Kg. 1820] 2068] 2376 3120|3360 3694 4510| 5225]6323] 6827 | 7830 8832
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GENERAL DIMENSION

ANSI 300 DIMENSIONS

1" 1/2" i,gl 2" {3l 3" [ a3 | 4" [ewa| 6" | g'xe"| 8" [10'xs"
FACE TO |RE_| 190 [216 216 | 285 | 283 | 305 | 305 | 403 [ 403 | 502 | 502 | 568

RTJ | 203 | 232 | 232 | 298 | 298 | 321 | 321 | 419 | 419 | 517 | 517 | 584
FACE 150 ['Bw 190 [ 216 | 216 | 283 | 283 | 305 | 305 | 457 | 457 | 521 | 521 | 559

BALL PORT 38 [ 38 | 51 |51 |76 |76 |102 |102 [152 [152 | 203 |203
FLANGE @ 155 | 165 | 165 | 210 | 210 | 254 | 254 [ 318 | 318 | 381 | 381 | 445
WEIGHT Kg. 22 | 27 | 28 | 30 | 38 | 51 | 60 | 86 |100 | 190 | 230 | 300

10" [12'x10] 12" ha"x126"x12] 14" |ie"x141 16" [18"x16po"x161 18" [20"x18"
FACE TO |RE | 568 | 648 [ 648 | 762 | 838 | 762 | 838 | 838 | o14 | 901 | 014 | 001

RTJ | 584 | 664 | 664 | 778 | 854 | 778 | 854 | 854 | 930 |1010] 930 | 1010
FACE 150 ["Bw 559 [635 | 635 | 762 | 838 | 762 | 838 | 838 | 914 | 991 | 914 | 991

BALL PORT 254 | 254 | 305 [ 305 | 305 | 337 [ 337 | 387 | 387 | 387 | 438 | 438
FLANGE & 445 | 520 | 520 | 585 | 650 | 585 | 650 [ 650 | 710 | 775 [ 710 | 775
WEIGHT Kq. 510 | 600 | 780 [ 800 | 950 11120{1150/1430]1590]1690/1610]1830

20" paao] 22" | 24" poras] 26" | 28" [ 30" penao] 32"[ 34" ] 36"

FACE TO |RE_| 991 [1143(1092(1143]1397|1245|1346| 1357|1727 |1524| 1626|1727
RTJ | 1010] 1165|1114] 1165| 1422| 1270]1372| 1422| 1756|1553 | 1654] 1756
FACE 150 [Bw [o91 [1143]1092]1143]|1397|1245]1346| 1397|1727 |1524] 1626|1727

BALL PORT 489 | 489 | 540 | 591 | 591 | 635 | 686 [736 | 736 | 781 [ 832 | 876
FLANGE @ 775 | 915 1840 | 915 |1090| 970 |1035[/1090]1270)1150{1205]|1270
WEIGHT Kq. 2210|2690 2830]3480| 4486]|4685|5790( 6600| 8200)7950{9055]10110
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